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ANY PURPOSES WITHOUT EXPRESS WRITTEN AUTHORIZATION BY ACL Sri IS LEGALLY FORBIDDEN. ANY

OFFEJ_VDERS ARE LIABLE TO PAY ALL RELEVANT DAMAGES.
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COIL TYPE 2 | TECHNICAL DATA |
NOMINAL POWER | FUNCTION  2/2Way NC - Dry armature
INLET VOLTAGE ; ‘, y Ury armature |
(at nominal voltage) OPERATING PRESSURE ——
v W/ VA : Differential (M.0.P.D.) PRI )
- NOMINALDIAMETER @10 i
SEAL MATERIAL silicone VMQ A
24 10W WORKING TEMP. -10°C + +95°C ]
18 COIL INSULATION CLASS  F (+155°C)
PROTECTION CLASS P65 with DIN connector fitted
12 50/60Hz IPOO with fast-on free
24 50/60Hz INLET VOLTAGE See table
A SERVICE ~ ED100% -
8 50/60Hz | BODY MATERIAL POM copolymer resin
110 50/60Hz 15 VA ARMATURE TUBE inoxAISI303 |
230  50/60Hz : | PLUNGER AND CORE Solenoid IMRE + NICKEL PLATED
240 50/60Hz SPRING ) inox AISI 302
== B
380  50/60Hz MOUNTING POSITION WITH VERTICAL COIL ABOVE
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G1/2"

A TERMINI DI LEGGE E' VIETATO A CHIUNQUE RIPRODURRE O RENDERE NOTO A TERZI QUESTO DOCUMENTO COME PURE  COPYING OF THIS DOCUMENT , DISCLOSING IT TO THIRD PARTIES OR USING CONTENTS THEREOF FOR

UTILIZZARNE IL CONTENUTO SENZA PREVENTIVA AUTORIZZAZIONE SCRITTA DI ACL Srl. OGNI INFRAZIONE COMPORTA IL

RISARCIMENTO DEI DANNI CONSEGUENTI.

G1/2" CURRENT CODE
et ———
AC E160SS10/3/...
DC D160SS10/3/...
Mo DATA CREATO APPRO
i L DESCRIZIONE MODIFICA  MODIFY DESCRIPTION il il S
FORMATO SCALA QUOTE SENZA TOLLERANZA -
rrar A4 |souE {01 | DseicEDTOLEMNGE | ange  +1° e
. R s DATAEMSSIONE DISEGND
B 171 g 7% ;fg-}z gg _gg ;fg-? DATE DRAWING 1SSLE 05.11.18
g @ NOWE FILE 6 +10=%015 |80 +120=2035 | SRchT%)  Militello wl:;;:gﬁo Fedeli ’M
‘ FILE NAVE 10+18=2018 |120+180=204 | .
_1608510_3_ | 18+30=+021 180+ 250=+0.46 | pepiaces cooe
MATERIALE TIoLo : : SOSTITUISCE
 MaTER me EV series 160 with open vent | g™ 160881003 | P
T with nickel plated plunger —~




